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Description

One way switch - single pole 1 gang 10AX - 250V~ 137.5011 1/12

One way switch - single pole 2 gang 10AX - 250V~ 137.5021 1/12

Two way switch - single pole 1 gang 10AX - 250V~ 137.5211 1/12

Double pole switch 1 gang 20A - 250V~ 137.3462 1/12

Bell push switch single pole “PRESS” 1 gang 20A - 250V~ 137.5311P 1/12

 CONTROL DEVICES M95 (95x95mm)
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Description Dimensions

13A Switch + fuse M115 (115x115mm) 137.5410 1/12

 SPUR UNIT PROTECTA Series

IP66

  SOCKET OUTLETS 
 M95 (95x95mm)  PROTECTA Series

Description

French 16A 2P+E 137.6411 1/12

German 16A 2P+E 137.6407 1/12

Argentinian 16A 2P+E 137.6424 1/12

Swiss 16A 2P+E 137.6417 1/12

Brazilian 16A 2P+E 137.6421 1/12

British BS 1363 13A 2P+E 137.6001 1/12

RJ45 cat. 5E RJ45 cat. 5e 137.6481.50 1/12

 SWITCH SOCKET OUTLETS  PROTECTA Series

Description Dimensions

Single D.P. 
switchsocket

13A 2P+E M115 (115x115mm) 137.6022 1/12

Single S.P. 
switchsocket

15A 2P+E M115 (115x115mm) 137.6111 1/12

Description Dimensions

Double D.P. 
switchsocket

13A 2P+E M195 (195x115mm) 137.6042 1/12

Double D.P. 
switchsocket + RCD

13A 2P+E M195 (195x115mm) 139.6043 1/12

Tinted polycarbonate cover to see inside

Polycarbonate box shockproof, 

chemical and UV resistant

Ø20 cable entries

Stainless steel screws

Shuttered sockets

A wing on the lid assist 

one-handed opening

Specifically high formulated gel 

seal to mantein protection degree 

when the plug is inserted

PROTECTA SERIES - TECHNICAL CHARACTERISTICS


